10.4”/12.1”/15” TFT LCD Touch Screen Monitor With MSR Reader

	LCD Panel
	10.4" TFT Active Matrix
	12.1" TFT Active Matrix
	15" TFT Active Matrix

	Screen Size
	211.2 (H) x 158.4 mm (V)
	245.7 (H) x 184.3 mm (V)
	304.1 (H) x 228.1 mm (V)

	Pixel Pitch
	0.264 x 0.264 mm
	0.240 x 0.240 mm
	0.297 x 0.297 mm

	Max. Resolution
	800 x 600
	XGA 1024 x 768

	Display Color
	262K
	262K
	16.7M

	Brightness
	220 cd/m2
	150/200 cd/m2
	250 cd/m2

	Response Time
	30ms
	30 ms
	25 ms

	Contrast Ratio
	150:1
	150:1
	350:1

	Scan Frequency
	Horizontal: 24~38 KHz / Vertical: 55~72 Hz

	Input Signal
	RGB Analog

	Power Voltage
	AC100-240V, 50~60 Hz

	Power Consumption
	25W
	25W
	33W

	Temperature
	Operating: 0°C~40°C / Storage: -20°C~60°C

	Touch Screen
	Resistive Type, USB or RS232 Touch Controller

	MSR
	1&2&3 Triple Tracks

	Dimension (w/ Stand)
	260 (W) x 265 (H) x 191 (D) mm
	300 (W) x 271 (H) x 191 (D) mm
	382 (W) x 392 (H) x 191 (D) mm

	Weight 
	2.5 kg
	3 kg
	5 kg

	Regulations
	FCC, CE








