Portable CCD Scanner For PDA
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The brand-new design CCD Barcode Scanner feature the accurate regular barcode scanning and easy operating by it's compact size. With remarkable-saving circuit design, this unit can operates with 2 AAA batteries with long-term usage. This units supports the on-line scanning or equipped with memory for up to 2,000 sets of barcode scanning (UPC/EAN). Users will benefit from its compact design and the CCD equipped in-line Barcode Scanner at smallest foot-print in the market.
Specifications:

	Width of Field
	1.77” (45 mm)

	Depth of Field
	Contact Type

	Code Read
	UPC/EAN/JAN, Code 39, Code 39 Full ASCII, Code 128,Code 93, Code 11,

Interleave 25, Industrial 25, CODABAR/NW7, MSI/PLESSEY, Code 32..etc

	Sensor
	Linear CCD Sensor

	Light Source
	Red Led, 639 nm

	Resolution
	5 mil.(0.127mml)

	Scan Speed
	100 Scans per Second

	Ambient Light
	2000 LUX, Max. (Sunlight) / 4000 LUX, Max.(Fluorescent Lamp)

	Print Contrast Ratio
	PCS 0.45/ 6 mil code width

	Power Consumption
	150mA typical @5 VDC / USB Type 

	Reading Indicator
	Buzzer & LED

	Operating Temperature
	0℃ ~ 40℃/ -20℃ ~ 60℃(Storage Temperature)

	Relative Humidity
	20% to 85% (Non-condensing)

	Housing Material
	ABS Plastic 

	Dimension
	104.99 mm x 62.87 mm x 23.65 mm

	Interface
	Keyboard, RS232 Interface & USB

	Body / Cable Weight
	65 g/75 g

	EMI/Safety
	CE, FCC Class A











